


The EV industry’s fastest level 2 charger comes equipped with dual 55" LG outdoor
displays and 4000 nits of brightness to show crisp, vibrant ads that maximize

visibility and ensure that your content reaches a wide audience. Deliver style, speed,
and reliability in a sleek metal body.

| EV Charger Specs

Level 2 AC Charger

Maximum output power : 19.2kw
Amperage : 80 Amps

Voltage : 240 Volts

Designed and Made in the USA
Maintain your charger network with
EVmode’s Charging Station
Management System (CSMS)

| Environmental

IP Rating : IP56 (Display Unit), NEMA 3R
Operating Environment : Fully Outdoor
Operating Temp. : -30C~50C

Operating Humidity : 5% to 100%

I Display Screen Specs

LG Outdoor Digital Signage

55" IPS, M+(WRGB) FHD

Brightness : 4,000 nits

Environmental Protection Rating : IP56
Impact Protection Rating : IK10
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| Usability & Design

Compatibility : All EVs

Charging : Channel Connector

Plug : SAE J1772 or NACS

Cable Length : 23 feet

OCPP: 1.6

Payment Interface : LCD Display / App / RFID
Capacitive Touch Sensors

Color Coded LED indicators for charging
status

Tra c data analyitcs

Internet Interface : SG/LTE, WiFi, Ethernet
Dimension(WxHxD) : 930 x 2250 x 300 mm
Weight : 660 lbs

EV Mode LLC

32600 $ephenson Hvy, Madison Heighs, Ml 48071

+1 248-387-5800
www.BEvVmode.com



